£ a By act as Notified Body in accordance with
& : Council Directive 2014/53/EU of 18 April 2014

™ NB Identification Number 0680
Authorized by the German government to

Certificate Holder: Xiaomi Communications Co., Ltd
The Rainbow City of China Resources, NO.68, Qinghe
Middle Street, Haidian District, Beijing
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China
Product Manufacturer: See Certificate Holder
Product Designation: M1806E7TH
Product Description: Mobile Phone
Essential Requirement(s) Applied Specification(s)/Standard(s) m
Radio Spectrum EN 301 511 V12.5.1/ EN 301 908-1 V11.1.1 / EN 301 908-2 V11.1.2 / conform
RED, Article 3.2 EN 301 908-13 V11.1.2 / EN 300 328 V2.1.1/ EN 303 413 V1.1.1 /

EN 301 893 V2.1.1 / EN 300 440 V2.1.1 / Draft EN 303 345 V1.1.7
EMC Draft EN 301 489-1 V2.2.0 / Draft EN 301 489-3 V2.1.1/ conform
RED, Article 3.1b Draft EN 301 489-17 V3.2.0 / Draft EN 301 489-19 V2.1.0 /

Draft EN 301 489-52 V1.1.0
Safety EN 60950-1:2006+A11:2009+A1:2010+A12:2011+A2:2013 / conform
RED, Article 3.1a EN 50332-1:2013 / EN 50332-2:2013
Health EN 50360:2017 / EN 50566:2017 / conform
RED, Article 3.1a EN 62209-1:2016 / EN 62209-2:2010

Due to the absence of harmonized standards acc. to Council Directive 2014/53/EU at the time of the assessment at hand,
this EU Type Examination Certificate is based on harmonized standards acc. to Council Directive 1999/5/EC and/or draft
standards which haven't been harmonized so far but represent the latest state of standardization.

Type Examination Certificate:

Our opinion in accordance with Annex Il of Council Directive 2014/53/EU on Radio Equipment Directive and the

mutual recognition of their conformity is that the evaluation of the submitted documents related to the apparatus
@ Bundesnetzagentur identified above complies with the requirement of that directive stated in the above scope. The scope of this eva-

luation relates to the submitted documents only.

Marking:

The product shall be marked with the CE marking as required in the Council Directive 2014/53/EU.
BNetzA-bS-13/51-58

Annexes:

g The certificate is only valid in conjunction with the following number of annexes: 1
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S Validity:
© % The validity of this certificate is limited to 5 years after the date of issue. Conformity is provided unless
= ; changes/modifications have been done to the applied standard(s) and/or assessed type of equipment.
[}
B WNOTIFg,
Bl Certificate Registration No.: M18-0574-01-TEC & (o)
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5 CETECOM GmbH
d * *
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O c LY
= >
8 &
E S Place, issue date NoTIFZ
o% Essen, 2018-08-24 Authorized signature
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§ Product Characteristics:
§ HW Version: P2.0 SW Version: MIUI 9
% GSM /UMTS/ LTE part:
= Frequency Band(s): GSM 850/900/1800/1900
g WCDMA (FDD II1,IV,V,VIII)
g) LTE (FDD 1,2,3,4,5,7,8,28) (TDD 38,40)
i
|
% Power Class: GSM 850/900: 4 / GSM 1800/1900: 1 / WCDMA/LTE: 3
"»QE: Bluetooth® part:
O Operating Frequency Range: 2400-2483.5 MHz EIRP: <20 dBm
é Number of Channels: 791740 Modulation: GFSK, /4-DQPSK, 8-DPSK
'% IEEE 802.11a/b/g/n/ac part:
|.>|.|(2 Operating Frequency Range: 2400-2483.5 MHz EIRP: <20 dBm
o 5150-5250 MHz EIRP: <23 dBm
S 5250-5350 MHz / 5470-5725 MHz EIRP: <20 dBm
£ 5725-5850 MHz EIRP: <14 dBm
% Number of Channels 13/7/25/8 Modulation: DSSS, OFDM
E FM broadcast receiver:
Operating Frequency: 87.5-108 MHz Modulation: FM
GNSS part:
Galileo 1559 — 1610 MHz Modulation: CBOC
GPS Operating Frequency: 1559 — 1610 MHz Modulation: BPSK
GLONASS Operating Frequency: 1559 — 1610 MHz Modulation: BPSK
BeiDou Operating Frequency: 1559 — 1610 MHz Modulation: BPSK
SBAS: 1559 — 1610 MHz Modulation: BPSK

Note: Non-European radio frequency bands and/or technologies supported by the equipment were not part of the assessment




(@]
L
T
—
t
<
N~
Yo
Q
[ce]
—
=
o
z
c
Re]
3=
©
s
2
()}
)
o
|
(]
B
(]
Q2
5=
=
]
(@]
c
Ke]
=
®
£
=
©
x
11|
(]
o
>
'_
@]
g
—
x
()
c
c
<<

Page 3 of 3

Conformity Details:

Requirement

Radio spectrum

Standard(s), test report number & laboratory

EN 301 511 V12.5.1/ EN 301 908-1 V11.1.1 / EN 301 908-2 V11.1.2 /
EN 301 908-13 V11.1.2 / EN 300 328 V2.1.1 / EN 303 413 V1.1.1/
Draft EN 303 345 V1.1.7 / EN 301 893 V2.1.1 / EN 300 440 V2.1.1

-No.: EZ862604-01 Rev. 01 by SPORTON International Inc.

-No.: EM862604-01 Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01A Rev. 01 by SPORTON International Inc. (KunShan)
-No.: EB862604-01 Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01B Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01C Rev. 01 by SPORTON International Inc. (KunShan)
-No.: EQ862604-01 Rev. 01 by SPORTON International Inc. (KunShan)

Note: TCs 12.2.x of 3GPP TS 51 010-1 have been performed under nominal voltage conditions (please refer to
chapters 12.2.1.1/12.2.2.1 of 3GPP TS 51 010-1).

EMC

Draft EN 301 489-1 V2.2.0 / Draft EN 301 489-3 V2.1.1 / Draft EN 301 489-17 V3.2.0 /
Draft EN 301 489-19 V2.1.0 / Draft EN 301 489-52 V1.1.0

-No.: EW862604-01 Rev. 01 by SPORTON International Inc. (KunShan)

Safety

EN 60950-1:2006+A11:2009+A1:2010+A12:2011+A2:2013 /
EN 50332-1:2013 / EN 50332-2:2013

-No.: 147-180797-000 by TUV SUD Certification and Testing (China) Co., Ltd.
-No.: EO862604-01 Rev. 01 by SPORTON International Inc. (ShenZhen)

Health

EN 50360:2017 / EN 50566:2017 / EN 62209-1:2016 / EN 62209-2:2010

-No.: EA862604-01 Rev. 01 by SPORTON International Inc. (KunShan)

Miscellaneous:

- Product’s Technical Documentation
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E’E M NB Identifikac¢ni ¢islo 0680
Vystaveno némeckou vladou jakozZto pravoplany
. T

O dokument shodny se Smérnici Rady 2014/54/EU

>$ z 14. dubna 2014.
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Q Drzitel certifikatu: Xiaomi Communications Co., Ltd

:.C_U' The Rainbow City of China Resources, NO.68, Qinghe

Middle Street, Haidian District, Beijing

= Cina

._E

()} Vyrobce: Viz. drzitel certifikatu

@)
Produktové rozligeni: M1806E7TH
Popis produktu: Mobilni telefon
Hlavni poZadavky Uplatnéné specifikace/standardy Vysledek
Radiové spektrum EN 301511 V12.5.1/ EN 301 908-1 V11.1.1 / EN 301 908-2 V11.1.2/ $pinéno
RED, Article 3.2 EN 301 908-13 V11.1.2 / EN 300 328V2.1.1/ EN 303413V1.1.1 /

EN 301 893V2.1.1/ EN 300 440 V2.1.1/ Draft EN 303 345 V1.1.7

EMC Draft EN 301 489-1 V2.2.0 / Draft EN 301 489-3 V2.1.1 / EEinetio
RED, Article 3.1b Draft EN 301 489-17 V3.2.0 / Draft EN 301 489-19 V2.1.0 /
Draft EN 301 489-52 V1.1.0

Bezpe&nost EN 60950-1:2006+A11:2009+A1:2010+A12:2011 +A2:2013/ splnéno
RED, Article 3.1a EN 50332-1:2013 / EN 50332-2:2013

Zdravi EN 50360:2017 / EN 50566:2017 / ESIneD
RED. Article 3.1 EN 62209-1:2016 / EN 62209-2:2010

Vzhledem k chybéjicim harmonizovanym standardiim s odkazem na Smérnici Rady 2014/53/EU v ¢as usneseni je tento
certifikat pfezkouseni evropského typu zaloZzen na harmonizovanych standardech s odkazem na Smérnici Rady 1999/5/
EC a nebo prebira standardy, které doposud nebyly harmonizovany, ale reprezentuji aktuaini standardizaci.

Certifikat prézkousecihd typu:

Nas nazor s odkazem na dovétek 3 ve Smérnici Rady 2014/53/EU , Smérmici o radiovych zafazeni, a vzajemné

Blindsshatsanantin uznani jejich shody, Ze vycet podlozené dokumentace, souvisejici se zafizenim identifikovanych vySe, se shoduje se vSemi
$ pozadavky smérnice ve vy$Se uvedeném rozsahu . Pisobnost tohoto souhrnuje platna pouze pro doloZenou dokumentaci

Oznaceni:

BNetzA-bS-13/51-58 Produkt bude oznacen pfislusnym znacenim CE, které pozaduje Smérnice Rady 2014/53/EU.

Prilohy:

Certifikat je platny pouze ve spojeni s timto poctem pfiloh: 1

Platnost:
Certifikat je platny 5 let od data vystaveni. Shoda bude opét potvrzena pokud béhem této
doby nedojde ke zménam uplatnénych standardu nebo jakymkoliv Upravam predmétu W NOT'F/GO
L ™
oumani. . , ., P
ﬁeglstracm gislo certifikatu: M18-0574-01-TEC Qgﬁ\ o,
9] o

CETECOM GmbH

*
Misto, datum vystaveni S NoTIFIZ)

Essen, 2018-08-24 Autorizovany podpis

CETECOM GmbH - Im Teelbruch 116 45219

Essen - Némecko - www.cetecom.com


http://www.cetecom.com
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Charakteristiky produktu:

Verze HW: P2.0 SW Version: MIUI 9

GSM/UMTS / LTE:

FrRvancol pasma:
e Eaplegsma GSM 850/900/1800/1900

WCDMA (FDD LILIV,V,VIil)
LTE (FDD 1,2,3,4,5,7,8,28) (TDD 38,40)
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Frekvenéni pridél GSM 850/900: 4 / GSM 1800/1900: 1 / WCDMA/LTE: 3

Bluetooth®:

Frekvenéni rozsah: 2400-2483.5 MHz EIRP: <20dBm

Podet kanal(: 79/40 Modulace: GFSK,n/4-DQPSK, 8-DPSK

IEEE 802.11a/b/g/n/ac

Frekvencni rozsah: 2400-2483.5 MHz EIRP: <20 dBm
5150-5250 MHz EIRP: <23 dBm
5250-5350 MHz / 5470-5725 MHz EIRP: <20 dBm
5725-5850 MHz EIRP: <14 dBm

Poget kanald: 13/7125/8 Modulace: DSSS, OFDM

FM rozhlasovy pfijima¢:

Frekvence: 87.5-108 MHz Modulace: FM

GNSS:

Galileo 1559-1610 MHz Modulace: cBOC

GPS Frekvence: 1559-1610 MHz Modulace: BPSK

GLONASS Frekvence: 1559-1610 MHz Modulace: BPSK

BeiDou Frekvence: 1559-1610 MHz Modulace: BPSK

SBAS: 1559-1610 MHz Modulace: BPSK

Poznamka: Ostatni mimo-evropské frekvenéni pasma, které mohou byt podporovany zafizenim, nebyly sou¢asti posouzeni.




Strana 3 of 3

'Detaily shody:, .

Pozadované standardy, Cislo zkouSeciho protokolu a laborator

301 511 V12.5.1 / EN'301 9081 V11.1.1/ EN 301 908-2V11.1.2 /
EN 301 908-13 V11.1.2 / EN 300 328V2.1.1 / EN 303413V1.1.1/
Draft EN 303 345 V1.1.7 / EN 301 893 V2.1.1 / EN 300 440 V2.1.1

Radiové
spektrum

-No.: EZ862604-01 Rev. 01 by SPORTON International Inc.

-No.: EM862604-01 Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01A Rev. 01 by SPORTON International Inc. (KunShan)
-No.: EB862604-01 Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01B Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01C Rev. 01 by SPORTON International Inc. (KunShan)
-No.: EQ862604-01 Rev. 01 by SPORTON International Inc. (KunShan)

Poznamka :TCs 12.2.x of3GPP TS 51 010-1 byly pfezkou$eny za nomindlnich podminek napéti (odkaz na
kapitoly 12.2.1.1/12.2.2.1 v 3GPPTS51 010-1).

EMC Draft EN 301 489-1 V2.2.0 / Draft EN 301 489-3 V2.1.1/ Draft EN 301 489-17 V3.2.0 /
Draft EN 301 489-19 V2.1.0 / Draft EN 301 489-52 V1.1.0

Pfiloha €. 1 k certifikatu prezkouseciho typu - Registraéni ¢. M18-0574-01-TEC

-No.: E\WW862604-01 Rev. 01 bv SPORTON International Inc. (KunShanj
Bezpeénost EN 60950-1:2006+A11:2009+A1:2010+A12:2011 +A2:2013/
EN 50332-1:2013/EN 50332-2:2013

-No.: 147-180797-000 by TUV SUD Certification and Testing (China) Co., Ltd.
-No.: EO0862604-Q1 Rev. 01 bv SPORTON International Inc. (ShenZhen)
Zdravi EN 50360:2017 / EN 50566:2017 / EN 62209-1:2016 / EN 62209-2:2010

-No.: EA862604-01 Rev. 01 by SPORTON International Inc. (KunShan)

Ruzné:

Technicka dokumentace produktu
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_q_-) 2 Vystavila nemecka vlada ako pravoplatny
o a8 o dokument zhodny se Smernicou Rady 2014/54/
EU z 14. april 2014.
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(D .. ) e . . . .
oS Drzitel certifikatu: Xiaomi .Commuplcatlons. Co., Ltd '
bt The Rainbow City of China Resources, NO.68, Qinghe
o Middle Street, Haidian District, Beijing
-~ S
o Cina
= Vyrobca: Viz. drzitel certifikatu
() Produktove rozlienie: M1806E7TH
O Popis produktu: Mobilni telefon
Hlavny poZiadavky Uplatnené Specifikacia/ Standardy
Radiové spektrum EN 301 511 V12.5.1 / EN 301 908-1 V11.1.1 / EN 301 908-2 V11.1.2/ spinené
RED, ¢lanek 3.2 EN 301 908-13 V11.1.2/ EN 300 328V2.1.1 / EN 303413V1.1.1/
EN 301 893V2.1.1/ EN 300 440 V2.1.1 / Draft EN 303 345 V1.1.7
EMC Draft EN 301 489-1 V2.2.0 / Draft EN 301 489-3 V2.1.1/ splnené
RED. &lanek 3.1 Draft EN 301 489-17 VV3.2.0 / Draft EN 301 489-19 V2.1.0/
’ ’ Draft EN 301 489-52 V1.1.0
Bezpednost EN 60950-1:2006+A11:2009+A1:2010+A12:2011 +A2:2013/ splnené
EN 50332-1:2013 / EN 50332-2:2013
RED, &lanek 3.1a
RED, ¢lanek3.1a ' )
Vzhladom k chybajdcim harmonizovanym $tandardim s odkazom na SmernicuRady 2014/53/EU v ¢as uznesenie je
tento certifikat preskuSanie eurépskeho typu zaloZzeny na harmonizovanych $tandardechs odkazom na SmernicuRady
1999/5/ EC alebo prebera $tandardy, ktoré doposial neboli harmonizované, ale reprezentuju aktualnu Standardizaciu.
Certifikat préskamavacieho typu:
Nas nazor s odkazom na dovetok 3 vo Smernici Rady 2014/53/EU , Smernici o radiovych zariadeniaéh, a
Q Bundesnatzagentur vzajomnejuznanie ich zhody, Ze vyc€et podlozené dokumentacie, suvisiacese zariadenim identifikovanych vyssie, sa
zhoduje se vSetkymi poZiadavky smernice vo vysSie uvedenomrozsahu . Pdsobnosttohto suhrnu je platna ibapre
dolozenudokumentaciu.
Oznacenie:
BNetzA-bS-13/51-58 Vyrobok bude oznaceny prislusnym zna¢enim CE, ktoré pozaduje Smernice Rady 2014/53/EU.
Prilohy:
Certifikat je platny iba vo spojenia s tymto poc¢tom priloh: 1
Platnost:
Certifikat je platny 5 rokov od data vystavenie Zhoda bude opat potvrdena ak pocas tejto doby
neddjde ku zmenam uplatnenych Standardov alebo akymkolvek Upravam predmetu skumanie. ‘x\?*“ NOT'F/GO
&

Registracné &islo certifikatu: M18-0574-01-TEC &
(©)

CETECOM GmbH

(o)
A
* *
~
Miesto, datum vystavenie : W : NoTiFiZy

Essen, 2018-08-24 Autorizovany podpis

CETECOM GmbH - Im Teelbruch 116 45219
Essen - Nemecko - www cetecom com


http://www.cetecom.com
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f‘% Charakteristiky produktu:
S
e Verze HW: P2.0 SW verzia: MIUI 9
| —
= GSM/ UMTS / LTE:
2 GERVEURREpEioma: GSM 850/900/1800/1900
;=g WCDMA (FDD 1,111V, V, VIil)
B LTE (FDD 1,2,3,4,5,7,8,28) (TDD 38,40)
>
o
2
1.:.; Frekvenény pridel GSM 850/900: 4 / GSM 1800/1900: 1 / WCDMA/LTE: 3
1% Bluetooth®:
'o
| % Frekvencny rozsah: 2400-2483.5 MHz EIRP: <20 dBm
‘.E - analov: 79/40 Modulacia: GFSK,n/4-DQPSK, 8-DPSK
|
| o IEEE 802.11a/b/g/n/ac
o 2400-2483.5 MHz EIRP: <20 dBm
= Frekvenény rozsah:
ig 5150-5250 MHz EIRP: <23 dBm
3'%:'; 5250-5350 MHz / 5470-5725 MHz EIRP: <20 dBm
2 5725-5850 MHz EIRP: <14 dBm
e
© Pocet kanalov: 13/7125/8 Modulacia: DSSS, OFDM
‘.C
e FM rozhlasovy prijimaé:
o Frekvencia: 87.5-108 MHz Modulécia: FM
GNSS:
Galileo 1559-1610 MHz Modulacia: CBOC
1559-1610 MHz . BPSK
GPS frekvencia: Modulacia:
1559-1610 MHz Modulacia: BPSK
GLONASS frekvencia:
1559-1610 MHz Modulacia: BPSK
gg”ﬁ?é)u frekvencia: 1559-1610 MHz Modulcia: BPSK

Poznamka: Ostatné mimo-eurdpskej frekvenéna pasma, ktoré mézu byt podporované zariadenim, neboli sucastou posudenie.
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Priloha €. 1 certifikatu preskimavacieho typu - registraéné ¢. M18-0574-01-TEC

Detaily zhody:, .

Pozadované Standardy, Cislo skuSobného protokolu a laboratérium

301 511 V12.5.1 / EN'301 9081 V11.1.1/ EN 301 908-2V11.1.2 /
EN 301 908-13 V11.1.2 / EN 300 328V2.1.1 / EN 303413V1.1.1/
Draft EN 303 345 V1.1.7 / EN 301 893 V2.1.1 / EN 300 440 V2.1.1

Radiové
spektrum

-No.: EZ862604-01 Rev. 01 by SPORTON International Inc.

-No.: EM862604-01 Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01A Rev. 01 by SPORTON International Inc. (KunShan)
-No.: EB862604-01 Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01B Rev. 01 by SPORTON International Inc. (KunShan)
-No.: ER862604-01C Rev. 01 by SPORTON International Inc. (KunShan)
-No.: EQ862604-01 Rev. 01 by SPORTON International Inc. (KunShan)

Poznamka :TCs 12.2.x of3GPP TS 51 010-1 boli presku$ané za nominalnych podmienok napétie (odkaz
na kapitoly 12.2.1.1/12.2.2.1 v 3GPPTS51 010-1).

EMC Draft EN 301 489-1 V2.2.0 / Draft EN 301 489-3 V2.1.1/ Draft EN 301 489-17 V3.2.0 /
Draft EN 301 489-19 V2.1.0 / Draft EN 301 489-52 V1.1.0

-No.: E\WW862604-01 Rev. 01 bv SPORTON International Inc. (KunShanj
EN 60950-1:2006+A11:2009+A1:2010+A12:2011 +A2:2013/
EN 50332-1:2013/EN 50332-2:2013

Bezpectnost

-No.: 147-180797-000 by TUV SUD Certification and Testing (China) Co., Ltd.
-No.: EO0862604-Q1 Rev. 01 bv SPORTON International Inc. (ShenZhen)
EN 50360:2017 / EN 50566:2017 / EN 62209-1:2016 / EN 62209-2:2010

Zdravie

-No.: EA862604-01 Rev. 01 by SPORTON International Inc. (KunShan)

Roézne:

Technicka dokumentacia produktu
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